
          

DOUBLE METALLIZED POLYPROPYLENE CAPACITOR FLAME 
RETARDANT CASE, NON‐INDUCTIVE WOUND

   

 
 
FEATURES 

 Polypropylene film dielectric 

 Double sided metalized polyester film electrodes 

 Suited for high frequency, high pulse, high AC voltage 
applications 

 Uniform shape and high density packaging 

 Case Impervious to known solvents 

 Self‐Healing  

 Other dimensions available on request 
 
APPLICATION   

 Electronic lighting, e.g.: Car headlamp and ballast 

 Switching spikes suppression in SMPS 

 Snubber and SCR commutating circuits 

 High frequency and high voltage application  
Maximum pulse rise time (dv/dt) V/µS 

VDC\S  15.0  22.5  27.5  37.5 

630  2500  1500  900  450 

1200  3300  2100  1000  500 

1600  6000  3000  2000  1200 

2000  9500  3500  2300  1500 

 

 
 
 
 
 
 
GENERAL SPECIFICATION 

1. OPERATING TEMPERATURE 
‐40°C ~ +105°C 
De‐rated voltage 1.5%/°C above 85°C to 105°C 
 

2. VOLTAGE RANGE: 
630vdc(400VAC),1200VDC (600VAC), 1600VDC(650VAC),  
AND 2000VDC (700VAC) 
 

3. CAPACITANCE RANGE: 
0.0022‐ 3.3 µF 
 

4. DIELECTRIC STRENGTH: 
160% of rated voltage for 2 seconds 
 

5. CAPACITANCE TOLERANCE:  
±5%(J), ±10%(K), ±20%(M) 
 

6. INSULATION RESISTANCE: 
C<0.33 µF, R≥30,000 MEG. OHM @ 20 ±3°C 
C≤0.33µF, RC≥10,000 MEG.OHM X µF 
 

7. DISSIPATION FACTOR:  
0.1% MAX. @ 1KHz 20 ±3°C 

 

Voltage  630VDC(400VAC)  1200VDC(600VAC)  1600VDC(650VAC) 2000VDC(700VAC) 

µF  L  T  H  dØ  S  L  T  H  dØ S L T H dØ S L T  H  dØ S

.0022                  18.0  5.0  11.0  0.8 15.0

.0033                  18.0 5.0 11.0 0.8 15.0 18.0  6.0  12.0  0.8 15.0

.0047            18.0  5.0  11.0 0.8 15.0 18.0 6.0 12.0 0.8 15.0 18.0  7.5  13.5  0.8 15.0

.0056            18.0  5.0  11.0 0.8 15.0 18.0 6.0 12.0 0.8 15.0 18.0  7.5  13.5  0.8 15.0

.0068            18.0  6.0  12.0 0.8 15.0 18.0 7.5 13.5 0.8 15.0 18.0  8.5  14.5  0.8 15.0

.0082            18.0  6.0  12.0 0.8 15.0 18.0 7.5 13.5 0.8 15.0 18.0  9.5  15.5  0.8 15.0

.010            18.0  7.5  13.5 0.8 15.0 18.0 8.5 14.5 0.8 15.0 18.0  10.0  16.5  0.8 15.0

.015  18.0  5.0  11.0  0.8  15.0  18.0  8.5  14.5 0.8 15.0 18.0 10.0 16.5 0.8 15.0 26.5  7.0  16.5  0.8 22.5

.022  18.0  6.0  12.0  0.8  15.0  18.0  10.0  16.5 0.8 15.0 18.0 11.0 19.0 0.8 15.0 26.5  10.0  19.0  0.8 22.5

.033  18.0  7.5  13.5  0.8  15.0  26.5  7.0  16.5 0.8 22.5 26.5 8.5 17.0 0.8 22.5 26.5  11.0  20.0  0.8 22.5

.047  18.0  8.5  14.5  0.8  15.0  26.5  8.5  17.0 0.8 22.5 26.5 11.0 20.0 0.8 22.5 26.5  13.0  23.0  0.8 22.5

.056  18.0  8.5  14.5  0.8  15.0  26.5  10.0  19.0 0.8 22.5 26.5 13.0 23.0 0.8 22.5 32.0  13.0  22.0  0.8 27.5

.068  18.0  9.5  15.5  0.8  15.0  26.5  11.0  20.0 0.8 22.5 26.5 13.0 23.0 0.8 22.5 32.0  14.0  25.0  0.8 27.5

.082  18.0  10.0  16.5  0.8  15.0  26.5  13.0  23.0 0.8 22.5 26.5 14.0 23.0 0.8 22.5 32.0  16.0  25.5  0.8 27.5

.1  18.0  11.0  19.0  0.8  15.0  26.5  14.0  23.0 0.8 22.5 32.0 14.0 25.0 0.8 27.5 32.0  18.0  28.0  1.0 27.5

.15  26.5  8.5  17.0  0.8  22.5  32.0  14.0  25.0 0.8 27.5 32.0 18.0 28.0 1.0 27.5 42.0  18.0  30.0  1.0 37.5

.22  26.5  11.0  20.0  0.8  22.5  32.0  18.0  28.0 0.8 27.5 42.0 18.0 30.0 1.0 37.5 42.0  20.5  34.0  1.0 37.5

.33  26.5  23.0  23.0  0.8  22.5  42.0  18.0  30.0 1.0 37.5 42.0 20.5 34.0 1.0 37.5 42.0  26.0  39.0  1.0 37.5

.47  32.0  14.0  25.0  0.8  27.5  42.0  20.5  34.0 1.0 37.5 42.0 24.0 39.0 1.0 37.5 42.0  30.0  45.0  1.0 37.5

.56  32.0  16.0  25.5  0.8  27.5  42.0  22.0  37.0 1.0 37.5 42.0 26.0 39.0 1.0 37.5    

.68  32.0  18.0  28.0  0.8  27.5  42.0  24.0  39.0 1.0 37.5 42.0 28.0 43.0 1.0 37.5    

.82  32.0  18.0  28.0  0.8  27.5  42.0  28.0  43.0 1.0 37.5    

1.0  32.0  18.0  33.0  0.8  27.5  42.0  30.0  45.0 1.0 37.5    

1.5  42.0  20.5  34.0  1.0  37.5           

2.2  42.0  24.0  39.0  1.0  37.5           

3.3  42.0  30.0  45.0  1.0  37.5           

 

BLS 


